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Proofer stacking kit - Bakershop
460 x 330

Indispensable for stacking the oven on top of 
the proofer.

Proofer with direct control

To be placed under a 3 tray oven.
• Capacity: 8 Trays of 460 x 330 mm
• Distance between trays: 70 mm
• Measurements: 620 x 715 x 760 mm 
• Power: 3 kW
• Voltage: 230V/L+N/50-60Hz

 Proofer with 8 trays MYCHA250  

Decalcifying cartridge (Spare) 

Filtering capacity: 3.945 litres.

RECOMMENDED ACCESSORIES

BAKERSHOP AIR-S 460 X 330 ACCESSORIES

BAKERSHOP AIR-S 460 X 330 ACCESSORIES

Support with 460 x 330 guides
To position an oven. Distance between guides 
of 68 mm.

Support with 460 x 330 guides for stacking
To position two stacked ovens. Distance  
between guides of 68 mm.

Adjustable leg kit
To level the oven on uneven surfaces.  4 
units.

Adjustable leg kit MYCHA261
 

Chimney steam diverter kit 
Redirects the steam from the chimney to a 
flue.

Steam diverter kit MYCHA218
 

Steam condensation hood
Absorbs and condenses steam from the oven 
chimney. Easy installation.

Hood MYCHA439

Cleaning shower kit
Constant availability of water in cleaning 
processes or during cooking.

Washing shower kit MYCHA172
 

Stacking kit   
Essential for stacking two ovens. Includes 
connection for the steam outlet of the lower 
oven chimney.

Water pump kit
For pumping water from a carafe without the 
need to connect the oven to a water network.

Water pump kit MYCHA262
 

DA21

Concentrated double action liquid detergent: 
detergent + rinse aid for the assisted manual 
cleaning system.
Quantity: 10 litres.

Sprayer

For the application of DA21 detergent during 
manual washing processes.
Capacity: 1,5 litres.

1 unit MYCHA045

Pack of 18 units MYCHA360

Pack of 60 units MYCHA361

Sprayer MYCHA183
 

Pressure reducer kit
Reduces and stabilises water pressure. 
Installation is recommended if the pressure 
exceeds 6 bar.

Softening Kit (Cartridge included)

A filtration system is essential if the 
water in the system does not meet these 
characteristics: 

• Hardness between 3º and 6º FH
• PH between 6.5 and 8.5 
• Chlorides < 30 ppm

Wi-Fi connectivity kit

• Cloud. Create, save or modify recipes and 
send them to your oven 

• Remote control of the oven from a 
smartphone or tablet

• Google Home compatible voice control 
of the oven

Push-button water tray filling kit

Semi-automatic filling kit with push button 
for Mychef proofer

3+3, 3+4, 4+4 460 x 600 x 600 mm 5 guides MYCHA234

3 o 4 460 x 600 x 900 mm 8 guides MYCHA231

460 x 330 MYCHA256

MYCHA219

MYCHA062

MYCHA243

MYCHA061

MYCHA357

MYCHA257


